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Parabolic Corners

Louver Corner

Snap-in Lighting Units

Accent Lighting system
features unique corner baffles
which “fan” around outside or
inside corners, following the
wall line. Baffled corners are
one-piece and include some
flexibility for irregularities.

Straight blade louvers have a 45° mitered corner.
Louvers and lenses are shipped in 4′ lengths. Straight
end is field measured and cut to required wall length.

Individual lighting fixtures are equipped with metal
mounting clips that fix the unit quickly and firmly in
place within the housing and without the use of tools.

Quick Connect Plugs

In-row wiring is quickly
accomplished with
polarized quick connect
plugs. In-row connector
cover plate is pre-punched
for sockets and requires
only two screws per
connection.

All parabolic baffles in Accent Light are cantilevered
from ceiling side of the system to give illumination on
wall. Space allows light to “wash out” uneven surfaces
in wall construction. Baffles are of sturdy construction
to assure continuity and alignment.

Lamps overlap 3″ to eliminate shadows on wall
caused by socket, lamp ends and lamp darkening.
Shields are provided with adjustable units to prevent
bright spots in long overlap areas.

Overlap Lamps

Parabolic Cantilever Baffle

AL 01/08701 Millennium Blvd
Greenville SC 29607  •  (864) 678-1000
www.aleralighting.com
We are architectural fluorescent lighting Subject to change without notice.


