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Project: ______________________________________________

Location: _____________________________________________

CONSTRUCTION
IT6 housing is constructed of .115″ thick extruded aluminum. Endcaps
are welded onto the housing. The seam is sanded then puttied before
being painted. This provides a seamless appearance with the endcap
appearing to be part of the housing. Internal components of the fixture
are constructed of steel and attached so no fasteners are exposed.
Internal components are painted gloss white after they are fabricated.

FINISH
Housing and endcaps are painted matte white as standard with a
powder coat system for maximum coverage. Fixtures are treated with a
five stage phosphate bonding process before being painted. Optional
RAL colors are available. Consult MTX-1 in the options section of the
Alera binder for other available finishes.

SHIELDING
The IT6 is available with a clear prismatic lens, opal prismatic lens
(contact factory), white cross baffle or unshielded. All shielding options
lift and shift into the fixture.

MOUNTING
IT6 can be cable, stem, or wall mounted with a bracket. Wall brackets
are shipped separately. For specific spacing dimensions of the
mounting points consult the TID installation sheet. Patterns are also
available with diecast corners available in 90 degree, 135 degree, “T”
and “XT” configurations (contact factory). Recessed and rotatable
versions for the IT6 are also available as a special order.

LABELS AND ELECTRICAL
All fixtures bear appropriate UL or CSA labels. Fixtures are wired
with electronic ballasts as standard in 120, 277, or 347 volt.
Intermediate fixtures, mounted in row or in patterns are furnished
with through circuit wiring.

Dimensions and specifications subject to change without notice.

IT6
6″ TUBE - DIRECT DISTRIBUTION

6″

1-L Downlight,
Prismatic Lens

1D

1-L Downlight,
White Cross Baffle

2D

6″

Suspension
Length

18 - 18″
24 - 24″
48 - 48″
NA - Not

Applicable
(Wall mount)

Other lengths are
available on
request.

- - - - -   - - -

Downlight
Shielding

CLA - Clear
Prismatic
Acrylic Lens

OL - Opal
Prismatic
Acrylic Lens
(Contact factory)

WCB - White Cross
Baffle

U - Unshielded

Mounting Method

CM - Adjustable
Aircraft Cable

PM - Pendant Mount
WM - Wall Mount
See HGR-1 for other
hanging methods.

Lamp Profile &
Distribution

1D - 1 Downlight
2D - 2 Downlight

Model

IT6 - 6″
Diameter
Tube

Housing Finish

MW - Matte White
(Std.)

See MTX-1 for other
color selections.

701 Millennium Blvd
Greenville SC 29607  •  (864) 678-1000
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Voltage

120 - 120V
277 - 277V
347 - 347V
U - 120V-277V

Fixture Length

Single or Row Individual Lengths.
Note: Fixtures in rows are
modular and will be identified as
components within the row by
their individual lengths.
Lengths for this product are:
4 = 4′
8 = 8′

12 = 12′
(Longer than 12′ contact factory)

Row Length

Specify entire row

Lamp Type

T8 - T8
T5 - T5
T5HO - T5HO

Ballast Type

E - Electronic, Instant Start
(Standard for T8)

EP - Electronic, Programmed
Start (Standard for T5
& T5HO, optional for T8)

Unless specified, Alera will use
fewest ballasts possible.

Options

DL - Damp Label
RT - Rotatable Housing
GLR - Fast Blow Fuse
GMF - Slow Blow Fuse
EL - Emergency Battery

Pack
CSA - UL listed or CSA

certified for Canada
TBAR - T-Bar Mounting
LR - Left/Right Switching*
*Switching configuration must be provided.
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PHOTOMETRICS

Cat. No.: IT6-2DT12-CLA-E120-4

Lamps:  Two F40T12/CW

Test No.:  0453

Efficiency:  51.0%

Max Candela: 1149 @ 5°

COEFFICIENTS OF UTILIZATION Effective Floor Cavity Reflectance = 0.20

RC 80 70 50 0
RW 70 50 30 10 70 50 30 10 50 30 10 0

1 55 53 50 49 54 51 49 48 49 47 46 41

2 50 46 43 40 49 45 42 39 43 41 38 35

3 46 41 37 34 45 40 36 33 38 35 33 30

4 42 37 32 29 41 36 32 29 34 31 28 26

5 39 32 28 25 38 32 28 24 31 27 24 22

6 36 29 25 21 35 29 24 21 28 24 21 19

7 33 26 22 19 32 26 22 19 25 21 18 17

8 31 24 19 16 30 23 19 16 22 19 16 15

9 28 21 17 14 27 21 17 14 20 16 14 13

10 26 19 15 13 25 19 15 12 18 15 12 11

Candela Curve (90° Plane)

Cat. No.: IT6-2DT12-CLA-E120-4

Lamps:  One F40T12/CW

Test No.: 0449

Efficiency:  69.3%

Max Candela:  723 @ 0°

COEFFICIENTS OF UTILIZATION Effective Floor Cavity Reflectance = 0.20

RC 80 70 50 0
RW 70 50 30 10 70 50 30 10 50 30 10 0

1 75 71 68 66 73 70 67 64 66 64 62 56

2 68 62 58 54 66 61 57 53 58 55 51 47

3 62 55 50 45 61 54 49 45 52 47 44 40

4 57 49 43 39 56 48 42 38 46 41 37 34

5 52 43 37 33 51 43 37 32 41 36 32 29

6 48 39 33 28 47 38 32 28 37 32 28 25

7 44 35 29 25 43 34 29 24 33 28 24 22

8 41 31 25 21 40 31 25 21 30 25 21 19

9 38 28 22 18 37 28 22 18 27 22 18 16

10 35 26 20 16 34 25 20 16 24 19 16 14

Candela Curve (90° Plane)

CANDLEPOWER
Deg. Parl. 45° Norm.

0 723 723 723

5 723 720 717

15 694 696 699

25 638 650 670

35 552 576 601

45 440 470 514

55 294 360 424

65 148 259 323

75 52 176 224

85 6 106 138

90 1 76 101

95 0 51 70

105 0 17 27

115 0 2 8

125 0 0 1

135 0 0 0

145 0 0 0

155 0 0 0

165 0 0 0

175 0 0 0

180 0 0 0

Cat. No.: IT6-2DT12-WCB-E120-4

Lamps:  One F40T12/CW

Test No.:  0451

Efficiency:  68.3%

Max Candela:  870 @ 0°

COEFFICIENTS OF UTILIZATION Effective Floor Cavity Reflectance = 0.20

RC 80 70 50 0
RW 70 50 30 10 70 50 30 10 50 30 10 0

1 75 72 69 67 73 70 68 66 67 65 63 58

2 69 64 59 56 67 62 58 55 60 56 54 50

3 63 57 52 47 62 56 51 47 53 49 46 43

4 58 51 45 41 57 50 44 40 48 43 40 37

5 53 45 39 35 52 44 39 35 43 38 34 32

6 49 41 35 30 48 40 34 30 39 34 30 28

7 46 37 31 27 44 36 30 27 35 30 26 24

8 42 33 27 23 41 32 27 23 31 26 23 21

9 39 30 24 20 38 29 24 20 28 23 20 18

10 36 27 22 18 35 27 21 18 26 21 18 16

Candela Curve (90° Plane)

CANDLEPOWER
Deg. Parl. 45° Norm.

0 870 870 870

5 855 863 864

15 759 806 863
25 621 717 852

35 462 607 815
45 298 479 723

55 188 346 557
65 117 210 365

75 63 112 167
85 16 58 20

90 1 41 3
95 0 26 1

105 0 7 0
115 0 0 0

125 0 0 0
135 0 0 0

145 0 0 0
155 0 0 0

165 0 0 0
175 0 0 0

180 0 0 0

ZONAL SUMMARY

Zone Lumens Lamp Fixture

0-30 879 14.0 27.4

0-40 1421 22.6 44.2

0-60 2414 38.3 75.1

0-90 3112 49.4 96.9

90-180 100 1.6 3.1

0-180 3212 51.0 100.0

IT6

CANDLEPOWER

Deg. Parl. 45° Norm.

0 1144 1144 1144

5 1149 1138 1130

15 1097 1090 1093

25 997 1004 1010

35 849 869 882

45 660 691 725

55 441 515 577

65 225 365 432

75 79 240 296

85 9 142 187

90 0 102 141

95 0 70 104

105 0 25 46

115 0 6 16

125 0 2 4

135 0 0 1

145 0 0 0

155 0 0 0

165 0 0 0

175 0 0 0

180 0 0 0

ZONAL SUMMARY

Zone Lumens Lamp Fixture

0-30 566 18.0 25.9

0-40 926 29.4 42.5

0-60 1612 51.2 73.9

0-90 2118 67.2 97.1

90-180 64 2.0 2.9

0-180 2182 69.3 100.0

ZONAL SUMMARY

Zone Lumens Lamp Fixture

0-30 645 20.5 29.9

0-40 1033 32.8 48.0

0-60 1728 54.9 80.3

0-90 2128 67.5 98.8

90-180 25 .8 1.2

0-180 2153 68.3 100.0
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