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Project: ______________________________________________

Location: _____________________________________________

CONSTRUCTION
Luminaire housing and end caps are die formed code gauge cold
rolled steel. An aluminum reflector is profiled to a precision curve
and finished with a matte white paint that provides soft, uniform,
indirect illumination. Matte white perforated light basket snaps
securely into place for ease of lamp replacement.

FINISH
White powder coat finish on the housing, light basket, and reflector
is applied after fabrication. Provides a soft, non-glare surface.

SHIELDING
A perforated metal light basket (51% opening) with an opal acrylic
overlay is standard.

INSTALLATION
For fast wiring connections without the necessity of opening fixture
or wireway, a flex connector adaptor plate is furnished with each
luminaire.

LABELS AND ELECTRICAL
All luminaires are listed with UL and bear appropriate recessed
fixture labels. Completely wired with class “P”, thermally protected,
resetting, HPF, CBM ballast. Sound rated A. All ballast leads extend
a minimum of 6″ through the access opening.

CEILING COMPATIBILITY
Luminaire is designed to fit into a lay-in grid ceiling. Flange kits are
available.

SURFACE OR PENDANT MOUNT
Attractive surface mount units available to match performance and
aesthetics of recessed models.
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Dimensions and specifications subject to change without notice.

No. of Lamps in
Cross Section

1 - One

Options

FK14 - 1x4 Flange Kit
DL - Damp Label
GLR - Fast Blow Fuse
GMF - Slow Blow Fuse
EL - Emergency Battery Pack
CSA - UL listed or CSA

certified for Canada

Size

14 - 1′ x 4′

Lamp Type

40TT - 40 Watt, Twin Tube
Compact Fluorescent

50TT - 50 Watt, Twin Tube
Compact Fluorescent

Ceiling Type

G - Grid Lay-in
SM - Surface
(For hard ceilings
use flange kit)

1′ X 4′,  1 LAMP, TWIN TUBE

Recessed

Surface

Top View

Shielding

MPO - Metal Perf.
With Overlay

31⁄2″

- - - -

B

A A

49″

13″
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Model

LUMSB - Lumio
Side
Basket

Surface K.O. Dimensions
A - 7⁄8″ Supply Stem Knockout
B - 2″ Surface K.O.

53⁄4″

113⁄4″

57⁄8″

13″

701 Millennium Blvd
Greenville SC 29607  •  (864) 678-1000

www.aleralighting.com
We are architectural fluorescent lightingSubject to change without notice.

Voltage

120 - 120V
277 - 277V
347 - 347V
U - 120V-277V

Ballast Type

ETT - Electronic Twin Tube,
Instant Start

Unless specified, Alera will use
fewest ballasts possible.



PHOTOMETRICS
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Type G

Side End

For lay-in installation in exposed grid
ceilings. Maximum tee widths of 1″ and
maximum tee heights of 2″ allowed.

Flange Kit
Trim, FK14

For hard ceiling applications, fixtures must be
ordered with a flange kit that wires directly into
the concealed ceiling opening for a clean
finished appearance. For row configurations
contact your local Alera Representative.

Flange kit cut out dimension for single FK14 only: 123⁄8″ x 483⁄8″
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Cat. No.: LUM14-232G-MPO-EB8
Lamps: Two F32T8
Ballasts: B232I120RH
Test No.: 11859
Efficiency: 58.7%

COEFFICIENTS OF UTILIZATION Effective Floor Cavity Reflectance = 0.20

RC 80 70 50 0
RW 70 50 30 10 70 50 30 10 50 30 10 0

1 65 62 60 58 63 61 59 57 58 57 55 51

2 59 55 51 48 58 54 51 48 52 49 47 44

3 55 49 45 41 53 48 44 41 46 43 40 38

4 50 44 39 35 49 43 38 35 41 38 35 33

5 46 39 34 30 45 38 33 30 37 33 30 28

6 42 35 30 26 41 34 30 26 33 29 26 24

7 39 31 26 23 38 31 26 23 30 26 23 21

8 36 28 23 20 35 28 23 20 27 23 20 18

9 33 25 21 17 32 25 20 17 24 20 17 16

10 31 23 18 15 30 23 18 15 22 18 15 14

ZONAL SUMMARY

Zone Lumens Lamp Fixture

0-30 1016 17.5 29.9

0-40 1639 28.3 48.1
0-60 2784 48.0 81.8
0-90 3404 58.7 100.0

90-180 0 0.0 0.0
0-180 3404 58.7 100.0

Candela Curve (90° Plane)

CANDLEPOWER

Deg. Parl. 45° Norm.

0 1341 1341 1341

5 1329 1337 1329

10 1308 1313 1302

15 1275 1274 1258

20 1231 1220 1201

25 1176 1154 1133

30 1111 1078 1056

35 1036 991 967

40 953 897 864

45 861 791 772

50 763 678 671

55 658 576 560

60 551 467 451

65 445 358 349

70 343 260 255

75 239 174 171

80 130 102 104

85 41 51 50

90 0 0 0

LER: 53 Energy Cost: $4.53*
Input Watts: 57 BF: .88

The above energy calculations were conducted using a
specific lamp/ballast combination. Actual results may
vary depending upon the lamp and ballast used. Lamp
and ballast specifications are subject to change without
notice.
*Comparative annual lighting energy cost per 1000 lumens
based on 3000 hours and $0.08 per KWH.

Reflectance - 80, 50, 20
Work Plane Illumination - 100 FC@ 2.5 ft.

Luminaires
Room Size Lengthwise Crosswise
W L Ht. 8.5 10.0 13.0 16.0 Ht. 8.5 10.0 13.0 16.0
20 20 55 60 70 81 58 63 73 83
20 40 48 49 52 57 50 53 56 62

30 30 51 53 57 65 53 56 60 68
30 60 47 48 47 50 48 50 51 54

40 40 50 51 52 55 52 53 54 58
40 60 48 49 47 50 49 50 50 53

60 30 55 57 59 65 57 59 61 67
60 40 52 53 52 56 53 54 55 58
60 60 50 50 48 50 50 51 50 53

ENERGY DATA

VISUAL COMFORT PROBABILITY

CONTACT FACTORY

AL 10/07701 Millennium Blvd
Greenville SC 29607  •  (864) 678-1000
www.aleralighting.com
We are architectural fluorescent lighting Subject to change without notice.
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