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Project: ______________________________________________

Location: _____________________________________________

CONSTRUCTION
The WMP is constructed of heavy 20 gauge steel with a 61⁄4″ x 31⁄8″
profile. Fixtures are available with one or two T8 or T5HO lamps. The
exact shape of the housing is maintained by the use of an inner
structural plate at each socket location. The plate is welded into the
housing, ensuring housing tolerances are consistent. End caps are
made of 18-gauge construction and attach with nuts and bolts. The
reflector is constructed of specular aluminum for wide distribution with
maximum efficiency.

FINISH
The housing and all painted parts are treated with a five stage
phosphate bonding process before being finished. Parts are then
finished with a white RAL powder coat finish for maximum consistent
coverage and longevity.

MOUNTING
The WMP mounts directly to and is flush with the wall. A 2″ x 3″ cutout is
provided in the unit to mount to a junction box. If a junction box larger
than 2″ in diameter is used, a cover plate must be used to cover the
exposed junction box. Key-hole solts on the back of the unit provide
additional support. Consult the Installation Sheet for exact dimensions
and locations of holes and slots.

LABELS AND ELECTRICAL
All fixtures bear appropriate UL or CSA labels. Fixtures are prewired
with electronic T5HO or T8 ballasts and are available in 120, 277, or
347 volt. All fixtures are wired for single circuit operation but additional
circuits can be supplied as an option.

WMP
WALL MOUNT PERFORATED T8 & T5HO
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Dimensions and specifications subject to change without notice.

One Lamp

Two Lamp

 WMP - - - - WM - - MW - -

Housing Type

PERF - Perforated
S - Solid
AP - All Perforated
HSLT - Horizontal Slot
VSLT - Vertical Slot

Lamp Type & Profile

1T8 - One F32 T8 Lamp
2T8 - Two F32 T8 Lamps
1T5HO - One 54W T5 High Output Lamp
2T5HO - Two 54W T5 High Output Lamps

Mounting Method

WM - Wall Mount

Model

WMP - Wall
Mounted
Perforated

Finish

MW - Matte White (Std.)
See MTX-1 for other
color selections.

12-5

C

31/8″

61/4″

31/8″

61/4″

Voltage

120 - 120V
277 - 277V
347 - 347V
U - 120V-277V

Ballast Type

E - Electronic, Instant Start
(Standard for T8)

EP - Electronic, Programmed Start
(Standard for T5 & T5HO,
optional for T8)

Unless specified, Alera will use
fewest ballasts possible.

Row Length

Specify entire row

Options

UB - Upper/Lower Switching*
EL - Emergency Battery Pack
GLR - Fast Blow Fuse
GMF - Slow Blow Fuse
CSA - UL listed or CSA certified for Canada
*Switching configuration must be provided.
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Fixture Length

Single or Row Individual Lengths.
Note: Fixtures in rows are
modular and will be identified as
components within the row by
their individual lengths.
Lengths for this product are:
4 = 4′
8 = 8′
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